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SPECIFICATIONS AND PRODUCT CHARACTERISTICS
(Contact Chomerics for complete specifications and test procedures)

*Value represents DC resistance in ohms
through a 0.4 sq.in. by 0.008 in. (2.58 cm2

by 0.02 cm) thick sample.

CHO-BOND Adhesive 1029 1030 1035** 1075**** 1085 1086

enocilisenocilisenocilisenocilisredniB
primer for 1029

primer for 1030,

lA/gAssalg/gAuC/gAuC/gArelliF 1035, 1075

Mix Ratio (by wgt.) 1.0:2.5 1-part 1-part 1-part 1-part 1-part

Consistency thick paste gritty paste thin paste medium paste thin fluid thin fluid

Specific Gravity 3.0 ±0.35 3.75 ±0.25 1.9 ±0.10 2.0 ±0.25 0.87 ±0.15 0.78 ±0.10

Minimum Lap Shear
Strength, psi (MPa) 450 (3.11) 200 (1.38) 100 (0.69) 100 (0.69) NA NA

Maximum DC
Volume Resistivity, 0.06* 0.05 0.05 0.01 NA NA
ohm-cm

Use Temperature –67 to 257°F –67 to 392°F –67 to 392°F –67 to 392°F –112 to 392°F –112 to 392°F
(–55 to 125°C) (–55 to 200°C) (–55 to 200°C) (–55 to 200°C) (–80 to 200°C) (–80 to 200°C)

Elevated 0.5 hr. @
Temperature 250°F (121°C) NA NA NA NA NA
Cure Cycle

Room Temperature 1 wk.*** 1 wk.*** 1 wk.*** 1 wk.*** 0.5 hr. 0.5 hr.Cure

Working Life 2.0 hrs. 0.5 hr. 0.5 hr. 0.25 hr. NA NA

Shelf Life, mos. 6 6 6 6 6 6

Coverage, in.2/lb. 1,800 1,300 1,500 1,200 
(cm2 )0.71()3.12()5.81()5.52()g/

NA NA

Recommended 0.008 max. 0.010 max. 0.007 min. 0.010 min. 0.005 min. 0.0002 max.
Thickness, in. (mm) (0.20) (0.25) (0.18) (0.25) (0.13) (0.005)

047917015100retil/g ,COV

Table 1 continued

** U.S. Patent 4,011,360

CHO-BOND SV712 50-00-SV712-0000 250 gram kit kit (0.55 lb.)*
CHO-BOND SV712 50-01-SV712-0000 1 pound kit (0.5 kg)*
CHO-BOND SV712 50-04-SV712-0000 1 cc syringe*
CHO-BOND SV712 50-17-SV712-0000 5 cc syringe*
CHO-BOND SV712 50-38-SV712-0000 10 cc syringe*

CHO-BOND SV713 50-00-SV713-0000 250 gram kit kit (0.55 lb.)*
CHO-BOND SV713 50-01-SV713-0000 1 pound kit (0.5 kg)*

CHO-BOND 584-29 50-10-0584-0029 1 gram CHO-PAK (0.04 oz.)
CHO-BOND 584-29 50-02-0584-0029 2.5 gram CHO-PAK (0.1 oz.)
CHO-BOND 584-29 50-03-0584-0029 10 gram CHO-PAK (0.4 oz.)
CHO-BOND 584-29 50-01-0584-0029 1 pound kit (0.5 kg)
CHO-BOND 584-29 50-00-0584-0029 3 ounce kit (85 g)

CHO-BOND 584-208 50-01-0584-0208 1 pound kit (0.5 kg)
CHO-BOND 584-208 50-00-0584-0208 3 ounce kit (85 g)

CHO-BOND 592 50-01-0592-0000 1 pound kit (0.5 kg)
CHO-BOND 592 50-00-0592-0000 3 ounce kit (85 g)

* Premixed and frozen
Note: Custom packaging can be accommodated. Please inquire.

ORDERING
PRODUCT PART NUMBER UNIT/SIZE

CHO-BOND 360-20 50-01-0360-0020 1 pound kit (0.5 kg)
CHO-BOND 360-208 50-01-0360-0208 1 pound kit (0.5 kg)
CHO-BOND 360-208 50-00-0360-0208 3 ounce kit (85 g)

CHO-BOND 1029 50-01-1029-0000 1 pound kit (0.5 kg)
CHO-BOND 1029 50-00-1029-0000 3 ounce kit (85 g)

CHO-BOND 1030 50-01-1030-0000 1 pound cartridge (0.5 kg)
CHO-BOND 1030 50-02-1030-0000 4 ounce tube (113 g)

CHO-BOND 1035 51-01-1035-0000 10 ounce kit (0.3 kg)
CHO-BOND 1035 51-00-1035-0000 2.5 ounce kit (71 g)

CHO-BOND 1075 50-01-1075-0000 10 ounce kit (0.3 kg)
CHO-BOND 1075 50-02-1075-0000 2.5 ounce kit (71 g)

Primers

CHO-BOND 1085 50-01-1085-0000 1 pint (0.47 liter)

CHO-BOND 1086 50-01-1086-0000 1 pint (0.47 liter)

ORDERING
PRODUCT PART NUMBER UNIT/SIZE

Table 2 Ordering Information

**** Values reflect typical properties.*** Cure is sufficient for handling in 24
hours. Full specification properties are
developed after 1 week (168 hours).

NA Not Applicable

Every shipment of Chomerics’ conductive compounds is accompanied by a Certificate of Conformance
to Chomerics specifications. Additional test reports can be obtained for a service charge. Quality control
procedures conform to MIL-I-45208.
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